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РКЕҒАСЕ 





This brief manual of practical transistor circuits has been prepared 
from laboratory data accumulated from tests of many devices. 
While the booklet is addressed primarily to experimenters and 
electronic hobbyists, we believe that engineers and technicians will 
find material of interest on its pages. 


Theory has been held to a minimum. In Chapter 1, only а 
brief presentation of essential junction transistor theory is given. 
The reason for this is obvious: Considerable theoretical discussion 
is to be found in print elsewhere. A short list of such references 
appears at the end of the first chapter. 


In presenting this booklet which will join our family of publi- 
cations on the practical applications of crystal diodes, we hope to 
satisfy the need, voiced by innumerable technicians and hobbyists, 
for practical circuits with which they may get their hands in 
transistor work. 


No license is to be implied with respect to any inventions 
described herein, and no responsibility is assumed for the applica- 
tion or interpretation of the information contained herein, or for 
any infringement of patent or other rights of third parties which 
may result from the use of that information. 


Sylvania Electric Products Inc. 
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CHAPTER 1 





Elementary Transistor Theory 


1.1 Advantages of the Transistor. 


The transistor performs many of the functions formerly possible 
only with vacuum tubes. As an amplifying device, the transistor is 
smaller than the tube, has no filament, and can be operated in any 
position. It also is non-microphonic, mechanically rugged, and 
makes more efficient use of its d-c power supply than the tube 
does. Transistors can oscillate with only a few microwatts of d-c 
input power. 


Point-contact and junction type transistors currently are 
being manufactured. Each has particular special areas of applica- 
tion, although either type can be used in many applications. This 
booklet is concerned only with the applications of junction 
transistors. 


emitter collector 





emitter collector 


base 


base 


(A) NPN TRANSISTOR SYMBOL 


emitter collector 





emitter collector 


bese 


base 


(B) PNP TRANSISTOR SYMBOL 


FIGURE 1-1— Junction Transistor Forms and Symbols. 
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1.2 Construction of Junction Transistor. 
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FIGURE 1-2—Typical Junction Transistors 


Experimental transistors have been made from several semi- 
conductor materials, but most commercial units presently are 
made from germanium. Sylvania was one of the pioneers in the 
use of germanium in the crystal diode, predecessor of the transistor. 


The heart of the junction-type transistor is a thin wafer of 
highly-refined germanium into which three distinct conduction 
regions have been created by introducing controlled amounts of 
certain chemical impurities. A wire lead is attached to each of 
these regions. 


These regions are designated as N-type germanium when the 
added impurity is a material rich in electrons, and P-type when 
the material is deficient in electrons—or, to another way of say- 
ing, rich in holes. Electric conduction through an N-type semi- 
conductor is by means of electrons, and through a P-type semi- 
conductor by means of holes. Holes travel through the material 
somewhat more slowly than electrons. 


The arrangement of the conduction layers in the germanium 
wafer is shown in Figure 1-1. In this illustration, the P and N 
regions have been magnified for the sake of clarity, but in reality 
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they are quite thin. Figure 1-1 (A) shows the cross section and 
circuit symbol of the NPN type of junction transistor, while 
Figure 1-1 (B) shows the PNP type. In each type, one outer layer 
is termed the emitter electrode, the center layer the base, and the 
other outer layer the collector. Emitter, base, and collector corre- 
spond roughly to cathode, grid, and plate of a triode tube. 


To complete the transistor, the processed 3-region germanium 
wafer is hermetically-sealed in a suitable casing and its three 
pigtail leads brought out through an insulating header for circuit 
connections. Sylvania Types 2N34 and 2N68 are PNP transistors. 
Sylvania Туре 2N35 is an NPN transistor. Figure 1-2 shows two 
typical Sylvania units. 


1.3 Junction Transistor Action. 


The N-P and P-N junctions processed into the germanium (see 
Figure 1-1) form equivalent crystal diodes. When a d-c voltage is 
applied to either junction in such a way that the N region is made 
negative and the P region positive, a high forward current flows. 
Conversely, when the N region is positive and the P region nega- 
tive, a low reverse current flows. Thus, the junction exhibits the 
properties of high forward current, low reverse current, and 
rectification which characterize the crystal diode. 


Electrodes. In a transistor, the emitter electrode is so called because 
this electrode, when d-c-biased for forward current flow, effec- 
tively injects or emits current carriers (electrons or holes) into the 
center base region of the germanium wafer. The collector receives 
its name from the fact that this electrode, when d-c-biased for 
геуегве current flow, apparently collects these carriers which then 
increase the reverse current. Іп the NPN transistor, the injected 
carriers are electrons from the N-type emitter layer; in the PNP 
type, they are holes from the P-type emitter layer. 
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FIGURE 1-3—Transistor Bias and Signal Connections. 
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DC Biasing. Figure 1-3 shows how the transistor is connected to 
sources of emitter and collector d-c bias voltage, and the points 
at which signals might be fed in and taken out. Figure 1-3 (A) 
shows connections for the PNP transistor; Figure 1-3 (B) for the 
NPN type. 


In each case, the emitter supply (Eg) biases the emitter junc- 
tion in the forward (low-resistance, high-current) direction, and 
the collector supply (Ес) biases the collector junction in the 
reverse (high-resistance, low-current) direction. Because of the 
difference in emitter and collector resistance, Ес can be much 
higher than Eg. A steady value of emitter current (Ig) flows 
through the emitter junction. The corresponding steady value of 
collector current (Ic) is proportional to the emitter current. When 
the emitter voltage is reduced to zero, while maintaining the 
collector voltage, a small static value of collector current (cutoff 
or leakage current, Ісо) flows through the high resistance of the 
collector junction. 


Operation, Current Gain (Alpha). In the PNP transistor, the 
emitter injects positive holes. These carriers travel through the 
base region where a few are neutralized by the electrons in the 
М-гуре germanium found there. But the base is very thin, so most 
of the holes survive to reach the collector junction where they are 
attracted by the strong negative field due to the high collector 
voltage. They succeed in increasing tbe collector current from the 
low Ico value to a higher level. If all of the holes injected by the 
emitter managed to reach the collector, the final collector current 
would equal the emitter current and the transistor would be con- 
sidered to have an emitter-collector current gain (o, alpha) of 1. 
However, some holes do recombine with electrons in the base 
region and thus can contribute nothing to the increase in collector 
current. Ín practice, therefore, alpha for a junction transistor 
approaches unity but usually does not reach this value. Practical 
values range from 0.80 to 0.999 in commercial junction transistors. 
Alpha is comparable to the amplification, mu, of a vacuum tube. 


The NPN junction transistor operates in the same manner, 
except that the injected carriers are electrons which pass through 
a P-type (hole-rich) base region toward a positively-charged 
collector. 


The forward resistance of the emitter junction is designated 
Кк, the reverse resistance of the collector Rc, the emitter voltage 
drop Vg, and the collector voltage drop Үс. Base current, Ig, is 
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very small compared to either Іс or Ig because of the few carriers 
available for this current flow. From the current and voltage 
relationships, the emitter and base resistances are seen to be low 
in value and the collector resistance high. 


Voltage and Power Amplification. Although the foregoing explana- 
tion shows the transistor essentially to be a current-operated device, 
the transistor can display voltage and power amplification as 
well. In Figure 1-3, an input signal 1s applied in series with the 
d-c emitter bias, Eg. Signal-voltage fluctuations cause correspond- 
ing fluctuations in emitter current, Ig, and in turn in collector 
current, Ic. Although the current gain is slightly less than 1 in 
this case, the collector resistance level, as previously explained, 
is higher than the emitter circuit resistance level, and the output- 
signal voltage therefore is larger than the input-signal voltage. 
Power amplification also results because of this resistance ratio. 
The magnitude of voltage and power amplification depends upon 
various other parameters which must be taken into consideration 
in accurate calculations. Тһеве parameters include load resistance 
and generator resistance. 


Base-Collector Current Amplification (Beta). In Figure 1-3, the 
base 1s the transistor electrode common to both input and output 
circuits. In this arrangement, the current amplification factor, 
alpha, is the ratio of a collector current change to the emitter 
current change and must be less than unity. A different situation 
results when the emitter is made the common electrode, as in 
l'igure 1-4. 


In this arrangement, a small current (Ig) flows out of the base 
and produces a large change in collector current (Іс). In practice, 
Ig is in microamperes and Іс in milliamperes. This base-collector 
current amplification, which is many times the alpha value for 
the same transistor, is designated В (beta) and is related to alpha 
in the following respect: 8 = af (l-a). 


А PNP transistor is shown in Figure 1-4, but an NPN type 
may be used with the same results if the battery polarities are 
reversed. 


1.4 Transistor Circuit Configurations. 


Depending upon which of its terminals are used for input and 
output, a transistor may be connected into its circuit in any one 
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of three ways. These configurations, illustrated in Figure 1-5, аге 
termed common-base, common-emitter, and common-collector. 


The common-base roughly is equivalent to the grounded- 
grid vacuum-tube amplifier, the common-emitter to the grounded 
cathode, and the common-collector to the cathode follower. The 
common-base will be recognized as the type of circuit shown 
earlier in Figure 1-3, and the common-emitter in Figure 1-4. 
While NPN transistors are shown in Figure 1-5, PNP units can 
be used by reversing the battery connections. 


The common-emitter is the only transistor configuration 
producing a phase reversal between output and input signals. In 
the common-base and common-collector circuits, output is in 
phase with input. 


OUTPUT 
CURRENT 





FIGURE 1-4—Circuit to Demonstrate High Base-Collector Current Amplification. 


The frequency response and current gain of the common 
emitter and common collector circuits are essentially the same. 
This frequency response is lower than that of the common base 
circuit, whereas the current gain is greater than that of the com- 
mon base circuit. 


The common-base circuit has the lowest input impedance 
and the highest output impedance. The common-collector circuit 
has high input and low output impedances. Moderate input and 
output impedances are provided by common emitter circuits. 


The configuration employed depends upon requirements. 
The common-emitter, for example, while having an input im- 
pedance of the order of 1000 ohms, provides the highest voltage 
gain and power gain. The common-collector, on the other hand, 
provides much higher input impedance but, like the cathode fol- 
lower tube amplifier, will not afford a voltage gain in excess of 1. 


1.5 Transistor Parameters. 


Input and output impedances of the three configurations vary 
with junction transistor types and to a slight extent between 
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individual units of the same type. However, representative values 
of input and load resistances are: 60 and 100,000 ohms respectively 
for the common-base; 600 and 20,000 ohms, common-emitter; 
and 0.5 megohm and 20,000 ohms, common-collector. 


Unlike the vacuum tube, the transistor does not possess 
isolated input and output circuits. The output impedance, for 
example, depends upon the value of input impedance, and vice 
versa, and is affected also by the impedance of the generator 
(signal source). This interdependence of transistor parameters 
necessitates a different approach to circuit design than that 
employed with tubes. 






OUTPUT 
E 
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+ 


INPUT 





(A) COMMON-BASE (8) COMMON-EMITTER (C) COMMON-COLLECTOR 





FIGURE 1-5—Transistor Configurations. 


The principal parameters of the junction transistor are: 
emitter-collector amplification factor (о), base-collector amplifica- 
tion factor (В), base resistance (rp), collector resistance (re), 
emitter resistance (re), base voltage (уь), collector voltage (ve), 
emitter voltage (v.), base current (ip), collector current (ic), 
emitter current (ie), collector power (pe), and emitter power (pe). 
The external circuit into which the transistor operates can contain 
base resistance (Rp), collector resistance (R.), and emitter resist- 
ance (R.). It also includes one or more bias supply voltages: base 
voltage (Vip or Epp), collector voltage (Vec or Есе), and emitter 
voltage (Vee ог Eee). 


1.6 Collector DC Characteristic Curves. 


Junction transistor operation may be expressed with the aid of 
static EI curves similar to tube curves. These curves тау be used 
with superimposed load lines in the conventional manner in the 
graphic design of transistor circuits. The basic difference between 
tube curves and transistor curves is the use of current as the 
independent variable when plotting transistor curves. 


While various sets of transistor d-c curves may be plotted, 
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most important perhaps is the collector voltage-vs-collector cur- 
rent set. These curves, similar to the plate current-vs-plate voltage 
tube curves, are illustrated by Figure 1-6. 


Figure 1-6 (A) is a family of collector curves corresponding to 
various values of constant emitter current (common-base circuit). 
Figure 1-6 (B) shows collector curves for various values of constant 
base current (common-emitter circuit). In each case, the curves 
are seen to resemble the constant current curves of a pentode tube. 
Note, however, that the common-base collector curves are the 


constant collector 

dissipation line 

constant collector 
dissipation line 





COLLECTOR CURRENT —» 





о COLLECTOR-TO-BASE VOLTAGE Э» COLLECTOR-TO-EMITTER VOLTAGE —» 


FIGURE 1-6—Collector D-C Characteristic Curves. 


more evenly-spaced of the two and also are flatter. This accounts 
for the more linear operation of common-base circuits. 


The dotted line crossing the curves is a plot of constant 
collector dissipation (VcIc). When this curve is drawn to corre- 
spond to the maximum allowable collector dissipation for a given 
transistor, it serves as a safety guide, all design values being chosen 
to the left of this curve. 


1.7 Preliminary Notes on Practical Circuits 


Batteries are shown as d-c power sources in the transistor circuits 
in the following chapters. The first reason for this is simplicity — 
it is easy to draw a battery. The second and most important reason 
is that batteries often will be preferred to a-c-operated power 
supplies in these circuits. The low current drain of transistors 
makes battery operation, frequently desired in electronic equip- 
ment, much more economical than in equivalent vacuum-tube 
circuits. Because a battery is shown in a circuit, however, does 
not preclude use of an a-c-operated supply if the latter is more 
suitable in a particular application. 
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The circuit constants shown аге those which have been 
found to be optimum. Operating data are typical and have been 
obtained in laboratory tests of the circuits. Constants may be 
varied to some extent in one direction or the other to compensate 
for unavoidable small variations in individual transistors. 


Sylvania Туре 2N35 NPN transistors are shown in most 
of the circuits. Sylvania Type 2N34 PNP transistors also may 
be employed, provided the batteries are reversed. In the case of 
d-c amplifier devices, the input-signal polarity and the current- 
meter terminals also must be reversed when changing from NPN 
to PNP transistors. 


Frequency response may be altered somewhat by changing the 
values of circuit constants, especially the coupling capacitances. 


In all circuits, resistance values are in ohms, capacitances in 
microfarads, and all resistors are of 14 watt power rating except 
where noted otherwise. 


REFERENCES 
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СНАРТЕК 2 


Transistorized Amplifiers 





2.1 Simple Audio Preamplifier. 


Figure 2-1 shows the circuit of a 1-stage, common-emitter, RC- 
coupled audio-frequency preamplifier. This amplifier can be built 
small enough for inclusion, complete with battery, in the handle 
or case of a dynamic microphone, giving the latter an a-f output 
voltage comparable to that of a carbon microphone. It may be 
mounted also in other instruments in which preamplification is 
required. A typical application is as a millivoltmeter probe for a 


conventional a-c vacuum-tube voltmeter. 
1.0 
Ci 


A-F OUTPUT (to high-impedance load) 


? 






A-F INPUT 


*See text 


FIGURE 2-1—Simple Preamplifier. 


The preamplifier is built into a Millen No. 74001 octal-based 
shield can. The transistor, capacitors С, and C;, and resistors К, 
and Кс are mounted on a small bakelite card by passing their 
pigtail leads through holes in the card. The tiny 1-microfarad 
capacitors are Sangamo Type EHT tantalum electrolytic units. 
All wiring is done on the back of the card. Switch S has been 
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eliminated from this assembly, since the input, output, and battery 
connections are brought to the base pins of the plug-in can. 


This preamplifier is designed to operate into a high-impedance 
load, such as the grid input circuit of a speech amplifier or mod- 
ulator or an a-c vacuum-tube voltmeter. 


The value of Ri required will depend on the supply voltage 
used and the current gain of the transistor. While the 1 meg. 
suggested value will be satisfactory for most cases, it is recom- 
mended that an optimum value be selected for each case. This may 
be done by adjusting К; until the best output waveform is obtained. 





Battery | Current Collector Input Input* Output 
Voltage Drain Resistor Impedance Voltage Voltage Voltage 
(Ecc) (9-с ua) | (ohms) (ohms) (rms volts) | (rms volts) Gain 
1.5v| 100 | 6,500 625 0.005 | 0.16 32 
3.0 | 200 7,500 350 0.011 0.60 54.6 
| TERRE ы eq ee, НЕЛЕЕ БЕРЕНИ 
4.5 225 6,500 500 | 0.0285 1.20 42.2 
6.0 225 10,000 400 0.019 1.50 79 


*Maximum value before output distortion. 


TABLE 2-A. Preamplifier Performance Data. 


Table 2-А shows operating characteristics of the preamplifier 
for various battery voltages (Ecc). These data were taken with 
a 1000-cycle signal generator having an output impedance of 
600 ohms. Table 2-B shows voltage-gain frequency response of 
the preamplifier. 






















FREQUENCY | 26 | 100 | 1000 | 5000 | 10,000 | 50,000 
(CPS) | | | 
RESPONSE | 
97.5 87 36.6 


Voltage Output) 


(% of Maximum 97.5 98 100 
| 





TABLE 2-В. Preamplifier Frequency Response. (Corresponding їо the 6-volt 
Operating Conditions in Table 2-A). 
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2.2 Single-Stage Preamplifier with Emitter 
Degeneration. 


The addition of an emitter series resistor in the common-emitter 
circuit introduces degeneration. An effect of this degeneration is 
to increase the input resistance of the amplifier. This action is 
highly desirable, since the input impedance of transistors normally 
is low. (Note column 4, Table 2-A). 






A-F INPUT А.Е QUIPUT 


FIGURE 2-2—Single-Stage Preamplifier with Emitter Degeneration. 


Figure 2-2 shows the addition of an emitter series resistor to 
the simple preamplifier previously described. The other circuit 
constants are the same shown in Table 2-A for maximum voltage 
gain (369). The emitter resistor was adjusted experimentally for 
a measured voltage gain of 100 at 1000 cycles. The signal generator 
output impedance was 600 ohms. 


For the emitter resistor value of 650 ohms, the measured 
input impedance at 1000 cycles was 30,000 ohms, compared with 
1500 ohms without degeneration. The maximum rms input signal 
voltage before output distortion was 35 millivolts, and the cor- 
responding maximum rms output signal voltage 3.5 v. The new 
input impedance is almost 20 times that of the simple amplifier 
without degeneration, and the voltage gain of 100 is adequate 
for many applications. Table 2-C shows frequency response of 
the stage. 


FREQUENCY 





(CPS) 
RESPONSE | 
(% of Maximum 99 | 100 | 100 94.7 85.5 27 


Voltage Output) | | 


TABLE 2-C. Frequency Response of Degenerated Preamplifier. 
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2.3 Common-Collector Amplifier. 


2N35 1.0 






A-F INPUT A-F OUTPUT 


FIGURE 2-3—Common-Collector Amplifier. 


The normally high input impedance of the common-collector 
circuit suits this transistor configuration to numerous applications, 
such as input and interstage coupling, in which this feature is 
the prime requisite. Like the vacuum-tube cathode follower, the 
common-collector also has low output impedance, less-than-unity 
voltage gain, and no phase reversal. The common-collector pro- 
vides a small power gain, usually of the order of 16 db. 


Figure 2-3 shows one version of the common-collector am- 
plifier. The **floating base" arrangement (no fixed base 4-с bias) 
and low collector voltage have been adopted to insure high input 
impedance. 


Supply | Current ЕтіНег Input Input* Output 
Voltage Drain Resistor, impedance Voltage Voltage Voltage 
(d-c v) | (d-c ua) | Re (ohms) (ohms) (rms volts) | (rms volts) Gain 
40 50,000 | 100,000 0.40 0.38 0.95 
42 25,000 | 100,000 0.42 0.40 0.952 
90 10,000 | 100,000 0.41 0.38 0.928 
120 1,000 | 40,000 0.10 0.071 0.71 
125 500 | 22,000 0.052 0.027 0.52 





*Maximum value before output distortion. 


TABLE 2-D. Common-Collector Performance Data. 


Table 2-D gives operating characteristics of this circuit. From 
these data, it may be seen how input impedance and voltage gain 
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of the common-collector amplifier vary with output impedance. 
Table 2-E shows frequency response of the common-collector. 


FREQUENCY 
(CPS) 


RESPONSE 
(% of Maximum 
Voltage Output) 





TABLE 2-E. Frequency Response of Common-Collector. 


2.4 Transistor Dynamic Microphone. 


AUDIO 
OUTPUT 





FIGURE 2-4—Transistor Dynamic Microphone. 


Ап unused permanent-magnet dynamic loudspeaker conveniently 
may be converted into a high-output dynamic microphone by 
adding to it a 1-stage transistor amplifier. The low input impedance 
of the normal transistor amplifier is compatible with the low im- 
pedance of the speaker. A 3-inch speaker affords the smallest size, 
but a larger one will give the best tone quality. Such a microphone 
may be used directly or as the basis of a simple intercom system. 


Figure 2-4 shows the simple circuit of the microphone. In 
this arrangement, the base bias resistor, Ri, should be adjusted to 
give approximately 0.1 ma collector current flow. Output from the 
circuit will be approximately 0.5 v. rms. for close talking into a 
three inch, permanent magnet speaker. 


The unit was built into a 7" x 5" x 3" aluminum box, but 
could be made much smaller if required. In fact, the entire am- 
plifier and battery might be mounted on a plate attached to the 
back of the loudspeaker. А small 22Y5- or 30-volt hearing aid 


battery is adequate for power supply. 
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2.5 Cascade R-C-Coupled Audio Amplifier. 


GAIN 


CONTROL 1.0 
2N35 2N35 : 
бо 2N35 о 2895 7 к 
С; 
С, С, 1.0 C. 
" 10k $ 10k К: 
В. 10k 
A-F INPUT с. : A-F OUTPUT 
С R 10k , O 


| 4 
и |а|. ! 


R E 
‘ 22Vay ON-OFF 


FIGURE 2-5—Cascade R-C-Coupled Audio Amplifier. 


In order to secure higher voltage gain, resistance-capacitance- 
coupled transistor amplifier stages may be cascaded in the same 
manner as tube stages. Because of the impedance mismatch be- 
tween transistor stages cascaded in this way, however, there 18 
some loss of gain and this necessitates more stages for a given 
gain than in tube practice. The additional advantages of small 
size, low d-c requirements, and long life in the transistor amplifier 
often nullify this disadvantage. 


Figure 2-5 shows a 4-stage amplifier suitable for general- 
purpose applications. With the gain control set at maximum, this 
amplifier has an over-all voltage gain of 2500 when operating into 
a high-impedance load. Degeneration, provided by the 1000-ohm 
emitter series resistors, provides an input impedance of 40,000 
ohms at 1000 cycles, increases stability, and enables transistors 
to be replaced with others of the same type without seriously 
degrading amplifier performance because of slight differences in 
their characteristics. The maximum rms input signal voltage 
before output distortion is 0.8 millivolt, and the corresponding 
maximum rms output is 2 volts. Noise level, with the input ter- 
minals short-circuited and with the gain control set at maximum, 
is 10 millivolts without a special selection of transistors for low 
noise properties. Total current drain is 4.8 ma dc. Signal measure- 
ments were made at 1000 cycles with a 600-ohm generator. In the 
circuit, capacitor С» and resistor R, form an anti-motorboating 
filter. 


With 2000-ohm magnetic headphones substituted for the 
output collector resistor, Ri3, the total current drain increases to 
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6 ma de. At half-gain setting of the gain control, R;, 7.5 у rms 
are developed across the headphones with 3 mv rms input to 
the amplifier at 1000 cycles. The residual noise under these con- 
ditions is 20 mv. 


Table 2-F shows frequency response of the amplifier operated 
into a 0.5-megohm load impedance. 


FREQUENCY 
(CPS) 


5000 10,000 | 20,000 


RESPONSE 
(% of Maximum 
Voltage Output) 





TABLE 2-F. Frequency Response of Cascaded RC Amplifier. 


2.6 Hearing Aid. 


Stancor 
Stoncor UM-113 
Turner Mod. UM-112 10 2N35 Stancor — Gain : 
НА.125 Мы 13 „Сото! v 
erystal T. v gt 
microphone C. 






Telex Mod. 4680- 
20006 


earpiece 


2N35 T: 





FIGURE 2-6—Hearing Aid. 


The RC-coupled amplifier shown in Figure 2-5 might be em- 
ployed as a hearing aid by transformer-coupling a small crystal 
microphone to the input circuit and connecting a magnetic-type 
earpiece in place of Ri; and C; in the output. However, better 
power amplification may be obtained with fewer transistors by 
employing transformers for interstage coupling. Also, a lower 
operating voltage is permissible and this may be obtained from 
inexpensive, small-sized batteries. 


Figure 2-6 shows the circuit of a hearing aid employing sub- 
miniature transformers, microphone and earpiece available to 
the general public, and a single 114-volt penlight cell. A loud ear 
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signal is delivered, and the unit can be built into a pocket-size 
container of the builder’s choice. 


The high impedance of the crystal microphone necessitates 
the step-down impedance-matching transformer, Ті. The magnetic 
earpiece is connected directly in the d-c collector circuit of the 
output transistor. A crystal-type earpiece thus is not permissible 
in this position. Emitter degeneration is provided by resistors 
К», Ry, and Ru. This negative feedback provides gain stabiliza- 
tion and some degree of stabilization of transistors against tem- 
perature changes, as well as facilitating transistor replacement. 
Resistor networks R;-R, and R;-R; stabilize base bias current. 


The coupling and bypass capacitors, Сі to Cs, are subminia- 
ture Sangamo Туре ЕНТ 1-ufd, 6-volt tantalum electrolytic 
units. These components are only Мө inch in diameter апа 5% 
inch long. The gain control, Rs, is a Chicago Telephone Type 
X3521 midget potentiometer 34 inch in diameter. This control 
appears to be the smallest obtainable in the required resistance. 
Unfortunately, the much smaller "dime-size" controls, which 
are more desirable for miniature hearing-aid use, are not avail- 
able on regular order below 1% megohm. 


2.7 Direct-Coupled NPN-PNP Amplifier. 


2N35 






A-F OUTPUT 
A-F INPUT 


FIGURE 2-7—Direct-Coupled NPN-PNP Amplifier. 


The complementary characteristics of NPN and PNP junction 
transistors may be utilized in many circuits employing the op- 
posite action of these units. Figure 2-7 shows an amplifier circuit 
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making use of these characteristics to obtain direct interstage 
coupling. Direct coupling is enabled by the fact that an increasing 
2N34 collector current (and therefore an increasing 2N35 base 
current) causes decreasing 2N35 collector current. The circuit 
in Figure 2-7 is based upon the original design by Sziklai. (See 
Symmetrical Properties of Transistors and Their Applications. 
George C. Sziklai. Proceedings of the I. R. E., June 1953, p. 717.) 


This circuit has no over-all phase reversal, since an increas- 
ing base current at the input causes decreasing collector current 
in the 2N34, direct coupling then causing also decreasing base 
current and increasing collector current in the 2N35. At 1000 
cycles (signal generator impedance = 600 ohms): voltage gain 
of the circuit shown in Figure 2-7 was measured as 60. Maximum 
rms input voltage before output distortion was 50 millivolts. 
Input impedance was 5200 ohms. Table 2-G shows frequency 
response of the amplifier. Ву dispensing with coupling capacitors 
C; and С, thus obtaining direct coupling throughout, it should 
be possible to extend operation down to d-c. 


FREQUENCY 
(CPS) 


10,000 | 20,000 | 50,000 


RESPONSE 
(96 of Maximum | 97.2 | 97.2 
Voltage Output) 





TABLE 2-G. Frequency Response of NPN-PNP Amplifler. 


2.8 Single-Ended Pushpull Amplifier Using 
Complementary Symmetry. 


The symmetrical properties of NPN and PNP transistors may 
be utilized also to obtain a useful type of single-ended pushpull 
operation. The circuit shown in Figure 2-8 was developed from 
the original design suggested by Sziklai (See Symmetrical Properties 
of Transistors and Their Applications. George C. Sziklai. Proceed- 
ings of the I. R. E., June 1953, p. 717). 


In this circuit, the 2N35 NPN transistor supplies the positive 
peaks of output signal voltage, while the 2N34 PNP unit supplies 
the negative peaks. Advantages of the arrangement are that no 
phase inverter nor center-tapped input transformer and no out- 
put transformer are required. 
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At 1000 cycles (signal generator impedance = 600 ohms): 
measured voltage gain at maximum setting of gain control R, 
was 398. Maximum rms input signal voltage before output dis- 
tortion was 4.15 mv. Corresponding maximum rms output voltage 


2N34 





A-F OUTPUT 


AU 2N35 ONLY 
UU 2N34 ONLY 


BOTH UNITS 





GAIN 
CONTROL 


FIGURE 2-8—Single-Ended Pushpull Amplifier Using Complementary Symmetry. 


was 1.65 v. Input impedance was measured as 7500 ohms, and 
noise level with the input terminals short-circuited and the gain 
control at maximum was 10 mv. Drain of the 2N34 was 1.0 ma 
and of the 2N35 0.6 ma. Transistors with matched characteristics 
are recommended for this circuit. Ri and Б; should be adjusted 
for Class B operation. The median value for both is 22K. Table 
2-Н shows frequency response. 


FREQUENCY 


(CPS) 500 , 1000 


5000 | 10,000 | 20,000 | 50,000 














| _ | ee | ы 


RESPONSE 
(% of Maximum 60 78 | 100 | 100 | 81.3 62.5 43.7 20.6 
Voltage Output) 





TABLE 2-H. Frequency Response of Single-Ended Pushpull Amplifier. 


2.9 Phase Inverter. 


Many versions of transistor phase inverters have appeared in the 
literature. Figure 2-9 shows a simple arrangement utilizing the 
phase reversal between emitter and collector in the common- 
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emitter circuit and is seen to resemble the simple triode-tube 
inverter. Output voltage No. 1 is developed across the collector 
series resistor, R5; output voltage No. 2 across the emitter series 
resistor, R;. 


1.0 


[Г 


A-F INPUT 






O OUTPUT No. 2 } impedance 


FIGURE 2-9—Phase Inverter. 


In a 1000-cycle test of this circuit, good output waveform 
was obtained with the two output-voltage amplitudes matched 
within 71% percent. With individual transistors, some adjustment 
of emitter resistor Rz, collector resistor Rs, or both may be neces- 
sary to obtain equal output voltages. 


2.10 Medium-Power, Class-A Loudspeaker 
Amplifier. 


Figure 2-10 shows the circuit of а 50-milliwatt-output amplifier 
suitable for driving a loudspeaker, up to 12-inch diameter, for 
modest volume requirements. А magnetic phonograph pickup 
may be operated directly into the input terminals, as may also a 
microphone or crystal radio receiver. One transistor is used as 
a single-ended voltage preamplifier and two in pushpull in the 
output power amplifier. The d-c supply for the input stage 1s 
6 v and for the output stage 12 volts. Inexpensive transformers 
are employed. 


At 1000 cycles, supplied by a 600-ohm signal generator, good 
sine-wave 50-milliwatt output was obtained, at maximum setting 
of gain control Ri, with 1 mv rms input. At full gain, the noise 
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to high 


level was 1.8 mv with the input terminals short-circuited. For 
individual output transistors, the base bias resistor, Rs, in the 
output stage must be adjusted for 5 milliamperes dc per collector 
under maximum-signal excitation conditions. 


Triad A-81x midget 
class-B driver 


2N35 / / 
v 
Т; 


Triad 5-51х universal output 


ө 
AUDIO INPUT „© 
Ф 


[= S 326 
ФУ) 10k Ф R, Өе 2 O voice 
GAIN „= 4 R: = сой 
CONTROL 2.7k 





Al 


= - + 
o——s{sla TID 
z^ ov ар» 2 
D MENTA CEPS Ж 


FIGURE 2-10—Medium-Power, Class-A Loudspeaker Amplifier (50 Milliwatts Output). 


The loudspeaker amplifier was built into a 6” x 4” x 3” metal 
box. The transistors are easily mounted by soldering their pig- 
tails directly to the tie points of 3-lug insulated terminal strips. 
Signal input is supplied through a coaxial plug while battery and 
signal-output connections are provided by a tube socket mounted 
in the rear of the case. 


Table 2-I shows frequency response of the loudspeaker am- 
plifier. Somewhat improved response might be expected by using 
large-size, high-quality transformers. 





с" 50 100 | 500 1000 5000 | 10,000 | 20,000 
RESPONSE | | | 
(% of Maximum | 34.2 | 68.2 91 100 79.6 52.3 13.3 
Voltage Output) | | 





TABLE 2-!. Frequency Response of Medium-Power Loudspeaker Amplifier. 
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2.11 Class-A Audio Power Amplifier. 


100 ma de 
c 2N68 —— — > 


50 mw 


AUDIO INPUT 





FIGURE 2-11—Class-A Audio Power Amplifler. 


The Sylvania Type 2N68 junction power transistor offers many 
possibilities in applications requiring useful audio power output. 
Although small in size and operating at low d-c voltage, this 
transistor is capable of 2.5 watts dissipation in free air and 4 watts 
when provided with an external heat sink. At —12 v collector 
potential, a single 2N68 will deliver 0.6 watt output when operated 
as а class-A amplifier, and a pair іп a pushpull class-B amplifier 
will deliver 5 watts. Class-A collector efficiency is 35 percent, 
and class-B 75 percent. Power gain is better than 15 db and 
frequency response greater than 10 kc. 

Figure 2-11 shows the circuit of a class-A audio output 
stage employing a single 2N68 in the common-emitter connection. 
The required 50 milliwatts driving power may be obtained from 
a transistor preamplifier of the type shown in Figure 2-10 and 
described in Section 2.10. 

Transformers T; and Т» must be fabricated especially for 
the low impedances of the 2N68, although T; can be a conventional 
output transformer designed to operate into a loudspeaker voice 
coil. The primary impedance of T; must be selected either to 
match a low-impedance line from the preamplifier or the collector 
impedance of a transistor preamplifier. If the medium-power 
amplifier of Figure 2-10 is used as a preamplifier, the primary of 
T; must be center-tapped. In addition to having a 100-ohm 
primary, transformer Т» must be able to handle the 100-ma con- 
stant collector current of the transistor. 

The base bias resistor, R, must be adjusted for steady col- 
lector current of 100 ma starting with a large value of resistance 
and reducing it until the desired collector current flows. Its median 
value should be 3000 ohms. Capacitors C, and C; both are high- 
quality electrolytic. 
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2.12 Five-Watt Audio Amplifier. 





CLASS-A DRIVER CLASS.B POWER AMPLIFIER 
100 ma 2N68 
C, 2N68 ce 
+ 
е 48 1 collector to collector 
же 
y, ] 5044 T; ]10008 c.t. A5. ере ей 
50у - R / "7 
я ә ||| Е | = v 
AUDIO INPUT 100 ə Е HC T 
50 mw - idet 


2N68 
I 
| zero signo! 1.0 ma 
| max. signal. 500 ma 
| 
ү 


С, 
+ 
1000 „4 59v 
+ 5 
d 
12v 
FIGURE 2-12—5-Watt Audio Amplifler. 


ON-OFF 


Two Sylvania Type 2N68 power transistors in a pushpull class-B 
stage operated at —12 volts DC will deliver 5 watts of audio 
output power with 12 watt audio driving power. Figure 2-12 


shows the circuit of a class-B amplifier of this type with a class-A 
2N68 driver. 


Transformers Ті, T», and T; must be fabricated especially 
for the low impedances of the 2N68, although transformer Т, 
may be a conventional output transformer designed to match a 
loudspeaker voice coil. The primary impedance of T; must be 
selected to match either a low-impedance line from the pream- 
plifier or the collector impedance of a transistor preamplifier. If 
the preamplifier output stage 1s pushpull, the primary of T; must 
be center tapped. The 50 milliwatts a-f power required to drive 
the class-A 2N68 driver stage may be obtained from the medium- 
power amplifier shown in Figure 2-10 and described in Section 2.10. 


The collector current in the class-A driver stage is constant 
at 100 ma and is set, as described in Section 2.11, by adjustment 
of base resistor R starting with a large value, reducing it until the 
desired collector current (100 ma) flows. The median value for this 
resistance will be around 3K ohms. The zero-signal total collector 
current in the class-B output stage is 1.0 ma and the maximum- 
signal total collector current 550 ma. The relatively high currents 
demanded by the 2N68 necessitate that transformer Т; be able to 
handle 100 ma and Т; 550 ma. 
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CHAPTER 3 


Transistorized Oscillators 





3.1 Single-Frequency Sine-Wave Oscillator. 


Figure 3-1 shows the circuit of a simple, single-frequency sine- 
wave oscillator which is useful as a general-purpose tone source, 
impedance bridge generator, audio signal injector, or modulator. 
An advantage of this particular circuit is its ability to operate 
without a tapped transformer and without a separate feedback 


U.T.C. 0-7 Ouncer Transformer 
hi-Z 7 
winding 


2N35 





lo-Z 
winding 






= ы 
N 


Cy | 
OUTPUT 


OUTPUT 
50k CONTROL 






0-0.175у rms 
1000 cps 


center tap 


FIGURE 3-1—Single-Frequency Sine-Wave Oscillator. 


winding. This makes possible the use of one winding of trans- 
former T in the frequency-determining tank circuit and the other 
winding for output coupling. 

The capacitance values shown for С, and С; give a frequency 
of 1000 cycles when the specified transformer is used. The fre- 
quency may be varied over a 1.5/1 range by varying C, while 
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holding С» constant at the capacitance shown, and over а wider 
range by varying both C; and C; but keeping their capacitances 
in approximately the same 60:1 ratio. 


Open-circuit rms output voltage is 0 to 0.175 v with the 
6-volt d-c supply, depending upon the setting of the output con- 
trol, Rs. Control Ri is adjusted for the best sine-wave output, 
viewed with an oscilloscope, as evidenced by absence of negative- 
peak pointing. 


The oscillator can be built into a 6145" x 315” x 214” metal 
box at the bottom of which is strapped the flat 6-volt battery 
(Burgess Type 5540). 


Although this oscillator has relatively low output, it will be 
found adequate for most single-frequency purposes. Its good 
stability and clean waveform suit it very well for use as an im- 
pedance bridge generator, in which application its low output 
may be compensated by using a high-gain bridge null detector 
of the type described in Section 5.5, Chapter 5. 


3.2 Self-Excited 100-KC Oscillator. 


BATTERY D.C R-F OUT- 
VOLTAGE DRAIN PUT 


Sv 25010 0.92v rms (open-circuit) 
3 320 1.35 
4.5 340 1.52 
6 370 1.77 


R-F OUTPUT 





C. and C. silvered mica 


FIGURE 3-2—Self-Excited 100-KC Oscillator. 


Where a simple inexpensive, but stable 100-kc standard-fre- 
quency oscillator is required, the circuit shown in Figure 3-2 18 
recommended. 'This circuit employs two transistors in an emitter- 
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coupled positive feedback circuit and was developed according 
to the original design suggested by Alexander. (See Transistors 
Use Emitter-Coupled Feedback. Frank C. Alexander, Jr. ELEC- 
TRONICS, December 1954, p. 188.) 


The tuned circuit is composed of the shielded 2!4-millihenry 
г-Ғ choke (L) and capacitors C; to С; in parallel. Capacitor С, 
is a small air trimmer used to set the oscillator frequency precisely 
to 100 kc with the aid of WWV signals. An alternative tuning 
arrangement would be a slug-tuned choke in parallel with a single 
1000-uufd silvered mica capacitor. 


Reactive loads tend to detune the oscillator, since the high 
output terminal is connected through coupling capacitor C; to 
one side of the tuned circuit. In most frequency standardizing 
applications, however, a radiated signal is used instead of direct 
coupling to the oscillator. 

The Table in Figure 3-2 shows open-circuit rms r-f output 
voltages obtained from the oscillator with various values of 4-с 
supply voltage between 1.5 and 6 volts. 


3.3 100-KC Crystal Oscillator. 


100-kc crystal 
(Bliley kv3) 
И 


\ 30u utd 
а 


с; 


2!» mh 6 2--18 тһ 
slug-tuned 
inductor 

dd (Miller 

5) No. 6314) 

< 7 


r-f choke @ 
(National R-100) 


R-F OUTPUT (0.5v rms 
open-circuit) 


"USE LARGEST VALUE 
WHICH WILL ASSURE 
OSCILLATOR STARTING 





CASE 


FIGURE 3-3—100-KC Crystal Oscillator. 


Where the highest obtainable accuracy and stability are required 
in a frequency standard, a crystal-controlled oscillator is dictated. 
Low-frequency transistor oscillators lend themselves readily to 
crystal control. 


Figure 3-3 is the circuit of a simple, low-power-drain, 100-kc 
crystal-type standard-frequency oscillator. A single transistor 
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is employed іп а common-base, base-biased circuit. Tuning is 
accomplished by means of the slug-tuned inductor, Lz, which is 
shunted by a 300-uufd silvered mica capacitor, C2. The resistance 
of R must be selected for quick-starting oscillation with the 
individual transistor used. Its value will be close to the 30,000 
ohms shown in Figure 3-3. The 100-ke crystal is a small, Bliley 
Type KV3. 


The r-f output of the unit measured with а ҮТҮМ is ар- 
proximately 0.5 v rms. A 2000-ohm load reduces this to 0.1 v 
rms. Short-circuiting the output coupling capacitor, C3, raises 
the output voltage to 1 volt rms. The low d-c drain of 15 micro- 
amperes makes use of a penlight cell entirely feasible. At this 
low drain, the ON-OFF switch, S, may be eliminated entirely 
and the oscillator allowed to run continuously with long battery 
Ше. On a continuous run of this kind, a mercury cell will last 
several years. 


3.4 Code-Practice Oscillator. 


High-Resistance Magnetic 
Headphones 








50k wirewound 





OUTPUT 
CONTROL 





1 
200 4УУ 11 ma dc 


FIGURE 3-4—Code-Practice Oscillator. 


Figure 3-4 is the circuit of a simple code-practice oscillator which 
requires no coils or transformers. The headphones themselves 
supply the required inductance. This arrangement will be rec- 
ognized as the same type of circuit shown previously in Figure 
3-1. Magnetic headphones are necessary in this oscillator, since 
the transistor collector current must flow through them. No 
ON-OFF switch is needed, since no voltage reaches the circuit 
until the key is depressed. 
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The two capacitance values shown in Figure 3-4 give а fre- 
quency of approximately 700 cycles when a pair of Trimm 2000- 
ohm headphones are in the circuit. This frequency may be changed 
to suit the ear by selecting other capacitances, as explained in 
Section 3.1. 

This oscillator follows rapid keying, giving smooth response 
without sharp transients. The low, intermittent current drain of 
l.l ma enables the use of three series-connected flashlight cells 
with good economy. 


3.5 M Multivibrator. 






0.1 
| ) 
OUTPUT 


].4v 
| peak to peak 






4 
! 250 no dc 
L| 


С, PRF 
0.01 Lfd 235 pps 
0.008 400 
FIGURE 3-5—Multivibrator. 0.005 450 
0.002 1400 
0.0005 2000 





A 2-transistor multivibrator having a rectangular output wave- 
form is shown in Figure 3-5. With а 4-с supply voltage of 114 v 
at 250 ца, the open-circuit output is 1.4 v peak-to-peak. 


Positive synchronization is obtained by means of a 5-volt 
rms signal applied to the SYNC INPUT terminals. Synchroniza- 
tion is obtained readily at the natural frequency (f) of the multi- 
vibrator, lóf, 2f, etc. up to 104. 


The circuit is seen to consist of an RC-coupled transistor 
amplifier with feedback supplied through capacitor Cx. The 
Table in Figure 3-5 shows pulse repetition frequencies obtained 
with various values of Cx when С» is maintained at 0.002 ufd. 
Capacitors С; and Cx also may have identical values and may 
be changed simultaneously, as is common in most tube-type 
multivibrators. Conventional junction transistors will permit 
assured multivibrator operation at frequencies as high as 200 to 
300 kc, either in the free-running or the synchronized state. 
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СНАРТЕК 4 


Transistorized Control Devices 





4.1 Sensitive DC Relay. 


In the circuit shown in Figure 4-1, a d-c input signal current of 
only 20 microamperes will cause a milliampere-type relay to 
close. The required gain is supplied by a single transistor in the 
common-emitter connection. Individual transistors will supply 
current gains of 20 and more with amplifications of 40 to 50 
being typical. 


*2N35 


SIGMA АҒ SCOTS D.C RELAY 
(edjusted for 1-тс p.ckup) 


ж 


| | TD CONC?C LED CIPCUIT 


=a 


+ 
D.C INPUT (20 to 50 ua) 






- + 
o—aala 
ON-OFF 

12У 


FIGURE 4-1—Sensitive DC Relay. 


The relay, a Sigma Type 4F, is a 5000 ohm unit. It is supplied 
normally for 2-ma closure. However, l-ma pickup may be ob- 
tained easily by rotating its spring-tension screw counterclockwise 
for more sensitive response. If the relay is not readjusted in this 
manner, a 60-micro-ampere input current to the transistor will 
close the relay. The use of two Burgess Type F4BP six volt 
batteries provides long service. 
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4.2 Sensitive R-F Relay. 


0.01 IN34A SENSITIVITY 


Ссн SIGMA 4-F 50005 D-C RELAY 
100k {set for 1-ma pickup) 


^ | | 12 CON- 
TROLLED 
1 ч 









2N35 


R-F INPUT 





- + 
ea [shi 
12v 





ON-OFF 


! 

! 

| 
= FIGURE 4-2—Sensitive R-F Relay. 


A germanium diode rectifier may be added to the sensitive d-c 
relay shown in Figure 4-1 to enable its operation on AC and RF 
signals up to 200 mc. 


Figure 4-2 shows the complete circuit with a shunt diode 
detector circuit composed of diodes D, and D», capacitors С; 
and С», and rheostat К. The input coupling capacitor, Ci, isolates 
the diodes and transistor from any DC component which might 
be present in the RF source. Capacitor C; forms an RF filter 
with the sensitivity control, R. 


Positive d-c output from the diode circuit is applied to 
the base of the transistor. This causes an increase in collector 
current. An increase of 1 milliampere will close the relay. Sen- 
sitivity control, R, is included in the circuit for reduction of 
sensitivity when high r-f signal levels are encountered. Only 20 
microamperes of d-c output from the detector circuit are re- 
quired for closure of the relay. The relay may be set for l-ma 


pickup by slight rotation of its spring-tension screw counter- 
clock wise. 


4.3 Photo Timer. 


Tube-type electronic timers, especially those used for timing the 
light in photographic enlargers and printing boxes, are well 
known. Figure 4-3 shows the circuit of a transistorized timer. 


This circuit embraces the d-c amplifier-type of relay pre- 


30 


viously described in Sections 4.1 and 4.2, and the relay is ad- 
justed for 1-ma closure as explained in Section 4.1. 


Referring to Figure 4-3, switch S; normally is in its B position. 
When it is thrown momentarily to position А, the 1000-microfarad 
electrolytic capacitor, C, charges from the 1l5-volt cell. When 
S; then is thrown back to position В, the capacitor voltage supplies 


SIGMA 4F 5000 S D.C RELAY 
(set for lema pickup) 


2N35 ж” 














1000 „ѓа 
z O-v elec- 
7 trolytic 
(Cornell-Du- 
Cc {+ bilier BRH) 





TO LAMP 
CIRCUIT 


R: 
TIMING CONTROL 


k 


10k wirewound 
linear taper 





ON-OFF 


12у 


FIGURE 4-3—Photo Timer. 


current to the transistor which closes the relay. The capacitor 
then discharges through the transistor input path and rheostat 
К,. At some later instant, determined by the setting of Rz, the 
capacitor has discharged to a point low enough for the relay 
to open. 


The 1000-ufd capacitor and 10,000-ohm timing control 
provide time intervals from 1 to 30 seconds. Longer intervals 
сап be obtained by using a higher resistance at К». A special 
calibration must be made for the scale or dial of Ro. This may 
be done by timing the relay intervals with an accurate stop watch 
or other timer, and is necessary because the relay closure interval 
is not exactly the RC time constant of C and Rz. Otherwise, the 
time delay might be calculated with sufficient accuracy. 


Resistor R, is for current limiting, since the fully-charged 
capacitor will supply excessive current to the transistor d-c 
amplifier circuit. 


The Sigma 4F relay is adjusted for 1-та pickup according 


to instructions given in Section 4.1. 
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4.4 Photoelectric Counter. 
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FIGURE 4-4—Photoelectric Counter. 


A further application of the d-c amplifier-type of relay is the 
photoelectric counter shown in Figure 4-4. 


In this circuit, the 20-ua current required to operate the 
transistor relay circuit is supplied by a photoelectric circuit. The 
light-sensitive circuit is comprised by a Sylvania Type IN77A 
germanium junction photodiode in a 4-arm resistance bridge. 
The bridge arms consist of the photodiode back resistance, resistor 
К», and the two sections of potentiometer winding К, on each 
side of the slider. The bridge supply voltage is battery ВІ. With 
the photodiode darkened, this bridge is nulled by adjusting Rj. 
Under this condition, the transistor input current is zero. When 
the photodiode subsequently is illuminated, its resistance changes, 
the bridge is unbalanced, and current flows into the transistor 
picking up the relay. 


Maximum-signal current drain from the batteries are: В, 
(2215 v) 500 ua, and В; (2215 v) 1 ma. Light sensitivity is such 
that 70 foot candles at the photodiode will cause the relay to close. 


СНАРТЕК 5 


Transistorized Instruments 





5.1 Simple DC Microammeter. 


The high value of current amplification (beta) of the common- 
emitter circuit makes possible a simple, amplifier-type d-c micro- 
ammeter employing a more rugged, less expensive milliammeter 
as the indicator. In this unit, a jumbo size flashlight cell is secured 
to the bottom of the case with a phosphor bronze strap—the 
transistor is mounted by soldering its pigtails to the tie points 
of a 3 lug insulated terminal strip. 


N 
+ б CALIBRATION 
D-C INPUT қ CONTROL 
(20,0, 0.155) 






500:: 


wirewound 


ON-OFF 


12y 


FIGURE 5-1—Simple D-C Microammeter. 


Figure 5-1 shows the circuit of a d-c microammeter employ- 
ing this principle. In this instrument, a d-c input of 20 micro- 
amperes (0.15 v) produces full-scale deflection of the 0-1 d-c 
milliammeter. This corresponds to a beta of 50 which 16 not hard 
to obtain in Type 2N34 and 2N35 transistors. Higher amplifica- 
tion values often are obtained in selected units. 

The steady no-signal deflection of the meter, due to Ісо, 
is small. Where it happens to be too large to be ignored, the meter 
may be set initially to zero by means of the mechanical zero- 
Bet Screw. 


33 


To adjust the instrument initially, apply ап accurately- 
known current of 20 microamperes to the d-c INPUT terminals, 
and set the calibration control rheostat for full-scale deflection 
of the meter. With this circuit the transistor will be operating 
over a non-linear portion of its current gain characteristic; there- 
fore, readings will not be linear over its full range. The following 
circuit of Figure 5-2 is recommended where improved linearity 
is necessary. 


5.2 DC Microammeter with Zero-Set Circuit. 












R,- 10k 
wirewound 
ZERO SET 
Re-100 ohm 


FINE SET 









lk wirewound 
CALIBRATION 
CONTROL 


| ON-OFF 


3v 


FIGURE 5-2—DC Microammeter with Zero-Set Circuit. 


Sensitivity of the d-c microammeter circuit shown in Figure 
9-l and described in Section 5.1 can be increased by changing 
the indicating meter from a milliammeter to a micrommeter. 
However, when this is done, the meter will be deflected full-scale 
or very nearly so by the static collector current (Ico) under 
no-signal conditions. The meter cannot be zeroed mechanically 
in the presence of such a large current. 

In order to set the meter electrically to zero, a bridge-type 
balancing circuit, similar to those employed in vacuum-tube 
voltmeters, may be used. This balancing circuit also is useful 
when a milliammeter is used with static current too high to be 
bucked-out mechanically. Figure 5-2 shows how the balancing 
circuit is added to the simple microammeter circuit. While a 0-1 
d-c milliammeter is sh own here, a d-c microammeter also can be 
used. The 4-arm bridge is comprised by the transistor internal col- 
lector resistance, rheostat К+ К,, and the two 1500-ohm resistors 
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R; and Ry. With no input signal, and with the d-c INPUT ter- 
minals open, the bridge is balanced (meter zeroed) by adjust- 
ment of К; + К,. The input d-c signal is applied and the calibration 
control, В», adjusted for full-scale deflection. The signal then is 
removed and the meter re-zeroed, if necessary. The calibration 
signal again is applied and R: set for full-scale deflection of the 
meter. Finally, the signal is removed and К; + Кє adjusted for meter 
zero. Jockeying back and forth between the two adjustments will 
finally give no-signal meter zero and exact full-scale deflection 
with the signal. 


5.3 Electronic DC Voltmeter. 










В, 100 meg 1000v 
NAN ———O 2N35 R.- 10k wirewound 

R? 10 meg 100v S, ] | А 

^ Қ ZERO SET 
RANGE 

R, 1 meg 10v SWITCH Ro- 100 ohm 
O NN 

" аа ү, FINE SET 


0-100 DC uA 
с) 


Re-1k WIREWOUND 


£ CALIBRATION 
CONTROL 


+O 


D.C VOLTAGE iNFUT 
--() (100,000 ohms per voit) 


C, i 


002 4.7k 


FIGURE 5-3—Electronic DC Voltmeter. 


The transistor amplifier-type d-c microammeter may be con- 
verted into an electronic voltmeter by the addition of suitable 
multiplier resistors to the input circuit. This instrument is the 
transistor counterpart of the vacuum-tube voltmeter and has 
similar advantages. 


Figure 5-3 is the circuit of a transistor-type electronic 4-с 
voltmeter. In this instance, the transistor circuit with a 0-100 
d-c microammeter as the indicator has an input-current sen- 
sitivity of 10 microamperes d-c for full-scale deflection of the 
meter. This current range provides a voltmeter sensitivity of 
100,000 ohms per volt, which gives the instrument the same input 
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resistance as most v-t voltmeters оп the 10-volt range, and higher 
input resistance on all higher-voltage ranges. 


The current amplifier portion of the circuit will be rec- 
ognized as the same type shown for the zero-balanced microam- 
meter in Figure 5-2, except for different resistance values for the 
bridge constants R+ Rio, Re, and R;. 


Basic ranges of the instrument are 1, 10, 100, and 1000 volts 
d-c which may be read on the scale of the 0-100 d-c microam- 
meter. Other ranges may be added by providing the proper mul- 
tiplier resistors in connection with the voltage range switch, Si. 


Calibration is carried out in the following manner: (1) 
Switch on instrument. (2) With the input terminals open, adjust 
the meter to zero with controls Ry+ К, о. (3) Set range switch S; to 
its 10-volt position. (4) Apply an accurately-known potential of 10 
volts pure d-c to the input terminals and adjust calibration con- 
trol R; for exact full-scale deflection of the meter. (5) Remove 
the input-signal voltage and re-set meter zero, if necessary. (6) 
Reapply the input voltage and adjust К; for full-scale deflection, 
if necessary. (7) Jockey back and forth between the adjustments 
of R+ Rio and Rs until full-scale deflection is obtained upon appli- 
cation of the 10-volt input signal, and the meter returns to zero 
when the signal 1s removed. 


5.4 Sensitive Light Meter with Rugged 
Indicator. 


Most sensitive light meters necessarily employ delicate microam- 
meters for indicators. By using a transistorized d-c amplifier, a 
light meter may utilize a more rugged and less expensive milliam- 
meter instead. 


Figure 5-4 shows the circuit of such an instrument. This is a 
combination of the 1N77A photodiode bridge shown previously 
in Figure 4-4, Chapter 4, and the simple amplifier-type 4-с 
microammeter of the type shown in Figure 5-1. Illumination of 
70 foot candles will deflect the 0-1 milliammeter to full scale. 
Better sensitivity can be obtained by using a d-c microammeter 
in place of the milliammeter. 


Initial adjustment procedure consists of the following steps: 
(1) Darken the photodiode and switch-on the instrument. (2) 
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Set the bridge-balance potentiometer, Ri, for minimum deflection 
of the meter. (3) Illuminate the photodiode with 70 foot candles 
of light and adjust the calibration control, Кз, for exact full-scale 
deflection of the meter. 








1N77A 
Photodiode 


i CALIBRATION 
10002 7 ||, CONTROL 


wirewound ^ 


S 














«є -- m a 
20 ио for 
full-scale 
deflection 





50k ^ ZERO SET 0-1 DC MA 





FIGURE 5-4—Sensitive Light Meter with Rugged Indicator. 


'This instrument is built in a 5" x 4" x 3" metal box. The tiny 
ІХТТА photodiode comes with built-in lens and is mounted in 
the tip of the probe made from the case of a plastic mechanical 
pencil. The probe is connected to the input plug with a short 
length of flexible concentric cable. This arrangement was used 
for checking the brilliance of illuminated figures and graduations 
on aircraft instrument dials. The dpst ON-OFF switch, S,-S;, 
is mounted to the left of the input plug; the calibration control 
rheostat, R;, to the right. The latter is provided with a slotted 
shaft for screwdriver adjustment and with a shaft-lock nut. 


5.5 Bridge Null Detector (Peaked 1000-Cycle 
Amplifier). 


A selective bandpass audio amplifier is advantageous as a bridge 
null detector when followed by an indicating meter. It is inval- 
uable also to have this type of instrument battery-operated to 
provide complete isolation from the power line. 
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The transistorized circuit іп Figure 5-5 offers both of these 
advantages. Selectivity is obtained by means of parallel resonant 
circuits (1,-Сз and L;-C;) in the output circuit of each transistor 
amplifier stage. Inductors L, and Lz are small, tunable 5-henry 
units (U. T. C. Type VIC-15). When tuned to 1000 cycles, the 
amplifier offers 20 db attenuation to 500 and 2000 cycles and 
somewhat higher attenuation to frequencies beyond these two 
octaves. 


2N35 R, 





2N35 ` 100k ‘CALIBRATION 
10 59 100k CONTROL 
x K C; 
5 
C, 
C, C: 
A-F INPUT R; 0005 L, ad (4) 1N34A 
(11 mv rms) R. ө ; 
Q 10k 5 hy 5 hy 
GAIN 1 tunable tunable a 
CONTROL (U.T.C. (U.T.C. 4 
МІС-1 5) VIC-15) 
+ | \ 
101,44 50v РЕ БІ Sas 
с с, DC на 


5k 5k 
5 Pon 
o—{ı|ı] 


ON-OFF 
222v 


FIGURE 5-5--Вгісіде Null Detector (Peaked 1000 Cycle Amplifier) 


With gain control R, set for maximum gain, an 11-millivolt 
rms, 1000-cycle signal will deflect the microammeter, M, to full 
scale. This represents an overall voltage gain of 636, since the 
rms output voltage at the collector of the second transistor is 
7 volts. Measured input impedance at 1000 cycles is 7800 ohms. 
This can be improved by adding a common-collector transistor 
amplifier as the input stage. Total current drain is 3.4 ma d-c. 


The instrument essentially is a 2-stage tuned 1000-cycle 
amplifier driving a rectifier-type voltmeter. The voltmeter con- 
sists of the 0-100 d-c microammeter (M), the bridge rectifier 
comprised by four 1N34A germanium diodes, and multiplier 
resistor Rs. The isolating capacitor, Ce, protects the diodes and 
meter from the collector voltage. Gain stabilization and increased 
input impedance are provided by the emitter degeneration re- 
sistors, R; and Re. 


To adjust the amplifier initially: (1) Throw switch S to its 
ON position. (2) Set control Rg to maximum resistance. (3) Set 
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gain control R; for maximum gain. (4) Apply a low-level 1000- 
cycle signal voltage to the A-F INPUT terminals. (5) If meter 
M is not deflected, carefully reduce the setting of Rs until deflec- 
tion i8 obtained in the first quarter of the meter scale. (6) With 
an Allen wrench, tune L: and then L, for peak deflection of the 
meter, reducing К; or increasing Rg, or both, if the meter is driven 
off scale. (7) After amplifiers are peaked sharply, adjust the input 
signal exactly to 11 millivolts rms, set control Ri for maximum 
gain, and set control К; for exact full-scale deflection of the meter. 


5.6 Keying Monitor. 


PICKUP COIL interstage audio transformer 
2 or 3 turns insulated hookup 
wire 2° in diameter 














high-turns 
winding 






o low-turns 


o'a а чер «ә m А А 
winding 






twisted pair 
or coaxial 
cable 


high-resistance magnetic headphones 


FIGURE 5-6—CW Keying Monitor. 


The CW monitor circuit shown in Figure 5-6 utilizes the ability 
of the junction transistor to oscillate with very low levels of d-c 
supply voltage. 


In this instance, the d-c is supplied by diode rectification 
of the keyed cw carrier. Radio-frequency carrier energy 18 
picked up from the transmitter by a small coil consisting of 2 or 
3 turns of insulated hookup wire 2 inches or so in diameter. Since 
the transistor requires such a small amount of d-c supply power 
(a few microwatts) in order to oscillate, the coupling coil need not 
be placed dangerously close to the live parts of the transmitter 
in order to obtain sufficient signal pickup. 


When the pickup coil is energized, the high-current 1N56A 
germanium diode applies positive d-c voltage to the collector 
of the transistor, through the RF filter (RC). The transformer- 
feedback circuit then oscillates, generating an audio-frequency tone 
in the headphones. This happens each time the key is depressed. 
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Any convenient interstage audio transformer having a turns 
ratio of 2:1 or 3:1 will operate in the circuit. An Ouncer or Sub- 
ouncer type may be used in miniature instruments. If the circuit 
does not oscillate readily, the transformer probably is not phased 
correctly for regenerative feedback. Reversal of either the primary 
or secondary connections will correct this trouble. The natural 
oscillation frequency will depend largely upon the inductance of 
the high-turns winding and its self-capacitance. This frequency 
may be lowered by connecting a capacitor in parallel with this 
winding. 


5.7 Field Strength Meter. 


COIL TABLE 


BAND SPECIFICATIONS 
14 Mc. 11 turns No. 22 enamelled wire on | -diom. 
form. Space /? . 
ANTENNA 28 Mc. 5 turns No. 22 enamelled wire on 1 -diam. 
form. Space "4. 


50 Mc. 5 turns No. 22 enamelled wire on ' 3 -diam. 
form. Space 74: 

144 Mc. 3 turns No. 20 enamelled wire aii wound 
V4 -diam. Space 4° 


IN34A 2N35 50 k wirewound 


PLUG-IN ZERO SET 


COIL 


(See Coil 
Table) 





.001 to .Oljufd 










50 -fd 
midget 
voriable 






VAY 


FIGURE 5-7—Field Strength Meter. 


Figure 5-7 shows the circuit of a field strength meter which com- 
bines a zero-adjusted, amplifier-type DC microammeter of the 
type described in Section 5.2 and a tuned diode detector. 


This instrument has been designed for the amateur 2-, 6-, 
10-, and 20-meter bands where it will be useful in the adjustment 
and measurement of directional antennas, but it may be adapted 
also to other frequencies by means of suitable additional 
plug-in coils. 
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Four plug-in coils cover the amateur bands from 2 to 20 
meters. These coils are wound according to specifications given 
in the COIL TABLE in Figure 5-7. Тһе 14- and 28-mc coils 
are wound directly on l-inch-diameter plug-in coils forms (Na- 
tional XR-1). The other two coils are wound on smaller forms 
and then inserted into l-inch-diameter plug-in forms for easy 
handling. 


Use of the instrument is simple: (1) Switch-on the d-c supply. 
Plug-in the coil required for the frequency of interest. (2) Set 
the meter to zero by adjustment of control К,. (3) Attach a short 
length of busbar or other stiff wire to the antenna terminal and 
tune-in the signal, noting the meter deflection. Under signal 
pickup, the diode rectifies the RF energy and delivers a positive 
d-c voltage to the base of the transistor. The resulting base cur- 
rent is amplified in the transistor and deflects the milliammeter. 


А signal of only 100 to 200 millivolts RF will deflect the 
meter to full scale. This sensitivity is a distinct advantage, since 
it permits use of very low transmitter power while making antenna 
adjustments and thus reduces interference. The requirement of 
only 11% volt d-c supply, which can be secured from a flashlight 
cell, makes an extremely portable instrument for field use and 
for tracing TV interference. 


If high accuracy and direct meter readings in microvolts are 
desired, an individual calibration of the field strength meter 
must be made with a microvolt-calibrated RF signal generator. 
This is necessary, since response of the diode is square law, but 
not necessarily exactly so, at the low signal levels involved. 


For Quality and Dependability 
Always Specify 
SYLVANIA 





41 


‘Jo 42d mu І ajpsap spun тш Qs ло] Чиәіфшо JSZ 240QD 2514 Jo 43d тш G'Z IID x 


ә2е}[о А 1ndu] 





SA Әде ОД WONBINIES 


“шш 002 “шш 001 (виц) 2) nding зәмод дү 


nn ———SS ———— 


иғ4/60 1е4/95 шеу Tamod AV 





ute?) Imod JI 


^ (99,81) 1181500”) BWI] oseg —4101929[[0.) 


SI 96 GG 
0ScI 051 0521 0<с1 0ScI 








0c ‘хеш QZ SI (ам) әлпФіД 9stoN 

01 ТІ ТІ 01 01 01 Оос о SU оваз о ос Ан 209)  eouwpede) 10)9]o) - 

PU I c ae a оо oho aes DM MM 
(0) 001 Фот Ф 002 000 (?pxew yuan POMY 10199[[07) 
ЕЕ 8/93 (990,1) Aouenbely JOM) 82g 
i S'E S'E се 9 S'E L УҮ%6М2/66 PONZ ЕГІ | i ; ; s/w NC Kouenboijg 90-110 eudpy 
ШЕ 2 вшцо BW (91) QOUBISISAY 103199[[07) 
ы 00< 5 swo (4) 9ouejsisoy ƏSLA 
ЕЕ ZS eum вшЧ() (91) әопвуввә}[ тәні 
с? cL << 67), 010 << ІШ (Н9) (оу 65%) ше) зиәліпо) Aouenbery qu2rg 
m 0€ 0€ (8) тәш] 0j oseg “шегу зәп) 
E 0L6' (о) 10199[[07) 0} Iwg uwa JUSTIN’) 

Б (262) SOILLSIMALOVUVHD IVOIdAL 'II 
SL SL SL SL SL SL SL с), SL SL Jo | (£D o1nje1oduro], uorjounf 
i 0S 0S 05 08 08 08 0% 0S 05- үш CD 1uo1In) 10399][0F 
SI SI ст OT OT 02 21 GZ Sz- SHOA (A) әЗеЦцод 1e1rurg—10199[[0)) 
от Or о? 0%- SHOA (9А) әЗецод eseg —1019ә[[07) 
40S 40S 40S 40S 40S 40S 40S 40S ral 40S «05 «0S Au (a) (9252) uonedissiq [eo], 

мам мам мам мам мам Мам Мам мам мам мам мам ама Жлимкп SONILVY ИПИІХУИ 71 

EEZNZ Ф61Мс <66ІМ0 912М2 ZIZNZ TIZNZ У/%6М2 62242 %12М0 8ZZNZ SENZ ENC лалі 
Ji/34 534Л1 Olavy OIQn V —S3dAL ОЮУЯ 


$311$11912D41D() рио SHUNDY—SYOLSISNVAL VINVAIAS 


"хош HONJE uotiounf o) 101331109 uo ajoy Ўизуипош шол] asis PWY], ху» “поа р $1 Jupa 100615 1р Чит Sumoys JUDA 41D 224] жж 








әт duy т (p 9 SHOA dA әӘецод 1ndu[ 
"Wooc(xewor 214шу тс SHOA SA әЗеЦод uoneinjeg 
m mu | (Henz) anding mog ay | 
V SS*[) M 62 (D) 
?,L— GHL €) 66 9 92 92 92 ар шегу зәмод JV 
ттт» | азада 
ЕО ОЭ Өөө ар (IN) indy SION 
002 002 002 002 00€ 008 00€ 00€ fan (29) әопвцәовде”) 10199[[07) 
00g = Idy A 0c А 0z— А 0с А 02- лот  AOI- А OI А 01- Еа 
A Sb (D) 0005 (0 от Фот Фот Фот Фот Фот Фот Woo үт (I) xeW yuan YOMI 10129[[07) 
CUN) 0'E SL BEEN (°g) КәчәпЬәл YO- Vg 
9 v 9 v L ? i S Y SPW (юу) Aouenbalry рО 1099) eud[y 
suo дә] (22) QUUBISISIY 10109]]07) - 
swyo (44) QOUBISISOY oseg 
ЕНЕ i suyo NOS QOUBISISAY 19} TW 
(UI) 02 оғ оғ оғ оғ 0% Ov оғ оғ OP (9) IMU 01 oseg *шесу UNY 
(a) 10129[[07) 0} әш ‘шво JUSTIN 
(962) SOLLSIMALOVUVHD IVOIdAL ‘Il 
(ә8—1025) 2,58 
SL (Sune1edQ) 2,001 SL SL Gl SL SL Gl SL SL Io (11) o1nje1odujo], uoroun[ 
sdury (71 вішу с 008 008- 008 008- 0061 00<1- 0051 00ST — үш ep yuan 101991079) 
S£— Sp- 0€ 0£— o£ 0£— SHOA C? A) әЗецод 19111014 —10129[[0)) 
се St- 09 09- 09 09- 0€ 0£— 0€ 0£— SO A (VA) aeo A әзе——ло1оәцоу - 
жж „AT «АТ АСТ АСТ Л OT. Л ОТ AO MMO [AU (54) (2,62) uonedissiq |8101, 
ама ама Мам ама Мам ама Мам ама Мам ама #Фихмп S9NILVH WANIXVN 71 
LOENZ SPN TPINZ FING  GVINC ПМС %01М0 101М5 S6NZ 89NZ @ddAL 





534лі u3MOd 


Handy Booklets for the 
Electronics Hobbyist 


ERMANIUM CRYSTALS — 
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SYLVANIA 






SYLVANIA ELECTRIC PRODUCTS INC 


NEW!—INDUSTRIAL USES FOR 
GERMANIUM CRYSTALS 


27 never-before-published circuits for industrial 
applications of Germanium Crystals. Should 
be read by all, plant and industrial 
engineers and consultants. 


PRICE 35c 


Order from Your Sylvania Distributor 





CRYSTAL DIODE 
CIRCUIT KINKS 


Contains 40 Germanium Crystal applications 


for the engineer, service technician, 
radio amateur and hobbyist. 


PRICE 35c 


Order from Your Sylvania Distributor 
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ELECTRONIC 
SHORTCUTS FOR HOBBYISTS 


24 Simplified crystal diode applications for the 


hobbyist, experimenter or model maker. 


PRICE 35c 


Order from Your Sylvania Distributor 














40 USES FOR GERMANIUM DIODE 


ontains receiver transmitter and amplifier application, 
instruments and gadgets—a variety of application 
interesting to all radio people. 


PRICE 35c 


Order from Your Sylvania Distributor 
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НОУ/ ТО 
MAKE А TRANSISTORIZED 
PORTABLE RADIO 


How to make а transistorized portable radio... 


and 20 other applications for R-F transistors. 
40-page booklet. 


PRICE 35c 


Order from Your Sylvania Distributor 
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Sylvania Transistors 


—for military, industrial, 
and commercial applica- 
tions. Available in commer- 
cial quantities. 


High-Gain,LowFrequency 
--2М35 (NPN) —2N34 
(PNP)—low to medium | 
power—-use as a high- 
gain audio am- Т? 
plifier—gains 
up to 40 in 
grounded emit- 
ter circuit. 








High-Power, Low Fre- 
quency—2N68 (PNP)— 
2N95 (NPN) increased 
power ratings—use for high 
current, low voltage appli- 
cations (6-24 volts power 


supplies). 
ЖЕ) High Frequency—2N94 
SYLVANIA RADIO TUBES (NPN)—2N94A (NPN)— 
TV PICTURE TUBES high alpha (over 0.95)- 


low base resistance and 
collector capacitance— 
typically 1500 ohms vufd 
—dgains up to 40 db. 





Also available in 


RIES A COMPLETE LINE OF ameo 
CAR Silicon Junction Diodes— 
1NI37A—1N138A and 
allied types—high back re- 


SYLVANIA TRANSISTORS, CRYSTAL 2:777. 


Silicon Point-Contact 
Diodes—1N193, 1М194, 
1М195, 1N196—specifi- 


DIODES, TUBES AND OTHER eo. 


temperature 
general pur- 


ELECTRONIC COMPONENTS or, бенен 


sponse (0.1 u 
sec.) 









SYLVANIA ELECTRIC PRODUCTS INC., 1740 BROADWAY, NEW YORK 19, N. Y. 


NP-60 ES 355 


